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Nathan Raich 9240 Baltimore ST NE, #110 NRPHOMES.COM 
Owner Blaine, MN 55449 Nate@nrphomes.com 

 
 
 
 
 
3/8/2022 
 
RE: Radisson Hills 
 
To whom it may concern: 
 
We are happy to provide you with a new development concept, Radisson Hills.  The site will be 
30 lots in total.  The southern lots will be built off the existing 120th Ave Ne.  The properties will 
be split entry style homes to mirror the elevation of those across the street on the south side. 
The northern lots will provide rambler, 2 story larger lots to support a larger footprint.   
The cul-de-sac lots will be larger, partially wooded, and private.  The homes in the development 
will capture multiple price points and finishes. It will be nice to add a blend of homes into the 
existing older community and tree coverage.  Please see the four plans that fit the needs of our 
Blaine Families.  
 
We look forward to starting on the home construction once approvals are in place.   
 
 
Thanks!  
 
 
Nate Raich 
President 
NR Properties INC 
BC720937 
 
3122 117th Ave Ne 
Blaine MN 55449 
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MORE THAN 3 RISERS OR 30"
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1'X1' BUILT UP COLUMN
W/ 8" BASE & 8" CAP, AS
SHOWN - PER SPEC.

1. ALL HEADERS TO BE SUPPORTED BY A MINIMUM OF (1) TRIMMER. (UNLESS NOTED OTHERWISE)
2. ALL HEADERS TO HAVE AT LEAST (1) KING STUD (UNLESS NOTED).
3. ALL STUD CALLOUTS @ SIDES OF WINDOWS/DOORS ARE TRIMMERS, MINIMUM (1) KING STUDS @

SAID LOCATIONS TO BE INCLUDED AS WELL.
4. BLOCKING @ ROOF & FLOOR PLAN PER TRUSS MANUFACTURER.
5. POINT LOADS TO BE CARRIED THROUGH FLOOR AREAS AND DOWN TO FOUNDATION FOR

SUPPORT.
6. ALL HANGERS & CONNECTORS PER TRUSS MANUFACTURER, SUPPLIERS & CONTRACTOR.
7. ALL EXTERIOR SHEATHING TO BE 7/16" OSB OR PLYWOOD SHEATHING & NAILED PER CODE (MAY

BE REFERRED TO AS 1/2" NOMINAL THICKNESS).

8. ROOF DECKING TO BE 1
2" NOMINAL (OR 15

32") OSB DECKING W/ CLIPS, NAILED TO ROOF FRAMING W/
MIN. 8d COMMON NAILS, 6" O.C. @ EDGES/12"O.C. @ FIELD.

9. FLOOR DECKING TO BE 3
4" PLYWOOD DECKING, NAILED OR SCREWED TO FLOOR SYSTEM PER

CODE W/ ADHESIVE PER SPEC. (OR) MIN. 6d COMMON NAILS 6" O.C. @ EDGES/12" O.C. @ FIELD
(CODE MINIMUM).

REFER TO WALL BRACING PLANS FOR ADDITIONAL FRAMING INFORMATION.

-SH3050 =SINGLE HUNG 3'0" BY 5'0"
-2868 @ DOOR =2'8" WIDE BY 6'8" TALL
-2880 @ DOOR =2'8" WIDE BY 8'0" TALL
-FX2646 = FIXED 2'6" BY 4'6"
-CASE3050 = CASEMENT 3'0" BY 5'0"

1. ALL NON-BEARING FRAMING IS TO BE 16" O.C. UNLESS OTHERWISE NOTED.
2. ALL WALLS TO HAVE A DOUBLE TOP PLATE UNLESS OTHERWISE NOTED.

3. ALL EXTERIOR WALLS ARE TO BE 2X6 WOOD STUDS WITH 7/16" OSB SHEATHING, UNLESS NOTED
OTHERWISE.

4. ALL INTERIOR WALLS ARE TO BE 2X4 WOOD STUDS UNLESS NOTED OTHERWISE.
5. ALL COLUMN SIZES ARE TO BE CONTINUED THROUGH FLOOR TRUSS SPACES WHEN SPANNING

MORE THAN 1 FLOOR.
6. ALL WOOD MATERIALS ARE TO BE PROTECTED PER CODE & MANUF. SPECIFICATIONS WHILE BEING

STORED ON SITE.

110V, INTERCONNECTED SMOKE DETECTOR /
CARBON MONOXIDE DETECTOR COMBO

110V, INTERCONNECTED SMOKE DETECTOR            EXHAUST FAN

1. ALL STAIRWAYS (INTERIOR AND EXTERIOR) ARE TO BE ILLUMINATED AT EACH LANDING PER CODE
2. SUPPLY CONTINUOUS HANDRAIL PER CODE  AT ALL STAIR LOCATIONS, CODE HANDRAIL IS TO

CONTINUE TO LANDINGS/ TOP & BOTTOM OF STAIRS. CONTRACTOR & INSTALLER TO VERIFY IF
ADDITIONAL GRASPABLE  HANDRAIL IS INSTALLED OR IF DECORATIVE HANDRAIL TO CONTINUE.

3. 1
2" GYPSUM BOARD TO BE APPLIED TO UNDERSIDE OF STAIRS PER CODE.

4. INSTALL DRAFT STOPPING WITHIN FLOOR SYSTEM PER IRC CODE SECTION 302.12, MIN. 1
2" GYPSUM

BOARD (OR) 38" STRUCTURAL BOARD ADEQUATELY SUPPORTED BY 2X4 MIN. MATERIAL, PARALLEL
WITH FLOOR FRAMING, SEPARATING AREAS WITH MAXIMUM SPACE OF 1000 SQ.FT.-SEPARATE
INTO EQUAL SPACES.SD
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